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What are Nautical Charts?

Nautical charts are a fundamental tool of marine navigation. They show
water depths, obstructions, buoys, other aids to navigation, and much
more. The information is shown in a way that promotes safe and
efficient navigation. Chart carriage is mandatory on the commercial
ships that carry America’s commerce. They are also used on every Navy
and Coast Guard ship, fishing and passenger vessels, and are widely
carried by recreational boaters.

What is a BookletChart™?

This BookletChart is made to help recreational boaters locate
themselves on the water. It has been reduced in scale for convenience,
but otherwise contains all the information of the full-scale nautical
chart. The bar scales have also been reduced, and are accurate when
used to measure distances in this BookletChart. See the Note at the
bottom of page 5 for the reduction in scale applied to this chart.

Whenever possible, use the official, full scale NOAA nautical chart for
navigation. Nautical chart sales agents are listed on the Internet at
http://www.NauticalCharts.NOAA.gov.

This BookletChart does NOT fulfill chart carriage requirements for
regulated commercial vessels under Titles 33 and 44 of the Code of
Federal Regulations.

Notice to Mariners Correction Status

This BookletChart has been updated for chart corrections published in
the U.S. Coast Guard Local Notice to Mariners, the National Geospatial
Intelligence Agency Weekly Notice to Mariners, and, where applicable,
the Canadian Coast Guard Notice to Mariners. Additional chart
corrections have been made by NOAA in advance of their publication in
a Notice to Mariners. The last Notices to Mariners applied to this chart
are listed in the Note at the bottom of page 7. Coast Pilot excerpts are
not being corrected.

For latest Coast Pilot excerpt visit the Office of Coast Survey website at
http://www.nauticalcharts.noaa.gov/nsd/searchbychart.php?chart=132
33

N _ (Selected Excerpts from Coast Pilot)
Muskeget Channel is an opening 6 miles
wide on the south side of Nantucket Sound
between Muskeget and Chappaquiddick
Islands. The opening is full of shifting shoals.
The best water is found close to the
eastward of Wasque Shoal and about 1.5
miles eastward of the eastern shore of
Chappaquiddick Island. Although this channel
is partly buoyed, strangers should never
attempt it as tidal currents with velocities of
2 to 5 knots make navigation dangerous. The currents through the
channel are strong, having a velocity of 3.8 knots on the flood and 3.3
knots on the ebb about 1.5 miles east of Wasque Point. The flood sets
north-northeastward and ebbs south-southwestward.

Wasque Shoal extends southward of Wasque Point, the southeastern
extremity of Chappaquiddick Island. The shoal, which dries about 2 miles

south of Wasque Point, rises abruptly from the deep water of Muskeget
Channel.

Mutton Shoal, 0.6 mile east of Wasque Shoal, has a least depth of 5 feet
and is marked on its southwestern side by a lighted bell buoy. The best
water in Muskeget Channel is between Mutton and Wasque Shoals.
Eastward of Mutton Shoal are numerous shoals covered 2 to 6 feet.
Anchorages.—Anchorage with good shelter from easterly gales is found
westward of Cape Poge on the eastern side of the outer harbor. In
westerly and southerly gales vessels find shelter in the southern end of
the outer harbor about 0.4 mile eastward or east-southeastward from
Edgartown Harbor Light. In northerly or northeasterly gales vessels
usually go to Woods Hole or Tarpaulin Cove for sheltered anchorage.
Vessels should not anchor in the channel abreast the town where the
bottom is hard sand, the channel narrow, and tidal currents strong.
Southeast of the town, anchorage may be found south of Middle
Ground in depths of 24 to 30 feet, sticky bottom.

Small craft usually anchor in the special anchorage in the vicinity of
Middle Ground. (See 110.1 and 110.38, chapter 2, for limits and
regulations.)

Dangers.—On the western side of the outer harbor is a shoal area
extending 2.8 miles northward of Edgartown Harbor Light. A bell buoy
marks the northern edge of the shoal; vessels entering or leaving the
harbor pass eastward of this buoy. The depths over the remainder of the
shoal are irregular, and there are a rock awash and several rocks
covered 3 to 5 feet. Strangers should never attempt to pass across this
shoal. The channel into Edgartown Harbor is marked by a lighted buoy
and unlighted buoys.

Routes (chart 13237).—Vessels approaching Edgartown Harbor from the
eastward, from a position about 400 yards north of Cross Rip Lighted
Gong Buoy 21, can steer 267°, heading for the standpipe on Martha’s
Vineyard southward of Oak Bluffs, passing northward of Nantucket
Sound Channel Lighted Bell Buoy 21A. When Cape Poge Light bears 155°,
head south-southwestward into the harbor.

Vessels approaching from the westward and passing northward of
Squash Meadow can head on a 180° course from a position about 0.5
mile southward of Hedge Fence Lighted Gong Buoy 22 to enter the
harbor. In the daytime, the channel southward of Squash Meadow is
sometimes used. Strangers in sailing vessels seldom enter the inner
harbor, as a fair wind is necessary to keep in the channel.
Currents.—The tidal current in the narrow part of the channel inside
Edgartown Harbor Light and off the town has a double flood and a
double ebb, and in general follows the direction of the channel. Near the
middle of each flood or ebb period there is an approximate slack
preceded and followed by maximum of velocity. The average velocity is
about 1 knot. (See the Tidal Current Tables for predictions.) In 2007, it
was reported that a breach had occurred on South Beach just
southward of Katama Bay. The breach has affected the published tide
and tidal current predictions so that mariners are cautioned about the
accuracy of the information.

Anchorage.—Vessels anchor according to draft, anywhere from the
points at the entrance to the head of the harbor. Shallow-draft vessels
favor the western shore.

Vessels entering the harbor with a head wind or light breeze, at the end
of a favorable current through the sound, should continue on in the
channel until the harbor is well opened before standing in for the
anchorage.

U.S. Coast Guard Rescue Coordination Center
24 hour Regional Contact for Emergencies

Commander
1st CG District
Boston, MA

RCC Boston
(617) 223-8555
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Navigation Managers Area of Responsibility

Northeast
Lt. Meghan McGovern
meghan.mcgovern@noaa.gov

Great Lakes Region
Tom Loeper
thomas.loeper@noaa.gov

A _
Northwest and '} “/

Pacific Islands o -
Crescent Moegling
crescent.moegling@noaa.gov

T
- g
..=§ o

Chesapeake and
Delaware Bay
Steve Soherr

steve.soherr@noaa.gov

y
|
o -
S
)

) Mid-Atlantic
Lt. Ryan Wartick
ryan.wartick@noaa.gov

Jeff Ferguson
jeffrey.ferguson@noaa.gov o -

Western Gulf Coast \
Alan Bunn
alan.bunn@noaa.gov

/

Southeast
Kyle Ward
kyle.ward@noaa.gov

Central Gulf Coast
Tim Osborn
tim.osborn@noaa.gov

Alaska
Lt. Timothy M. Smith
timothy.m.smith@noaa.gov

South Florida
Puerto Rico
U.S. Virgin Islands
Michael Henderson
michael.henderson@noaa.gov

NOAA’s navigation managers serve as ambassadors to the maritime community.
They help identify navigational challenges facing professional and recreational mariners, and provide NOAA resources and
information for safe navigation. For additional information, please visit nauticalcharts.noaa.gov/service/navmanagers

To make suggestions or ask questions online, go to nauticalcharts.noaa.gov/inquiry.
To report a chart discrepancy, please use ocsdata.ncd.noaa.gov/idrs/discrepancy.aspx.
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For more information on aids to navigation, including those on Western Rivers, please consult the latest USCG Light List for your area.
These volumes are available online at http://www.navcen.uscg.gov



gecel

RADAR REFLECTCRS
Radar reflectors have been placed on many
floating aids to navigation. Individual radar
reflector identification on these aids has been
omitted from this chart.

NOTEB
RECOMMENDED VESSEL ROUTE
Recommended vessel routes for deep draft vessels (including tugs and barges)
entering and departing Rhode Islan und, Narragansett Bay and Buzzards Bay.
While not mandatory, deep draft commercial vessels (including tugs and barges) are
requested to follow the designated routes at the master’s cliscretion. Other vessels,
while not excluded from these routes, should exercise caution in and around these
areas and monitor YHF channel 16 or 13 for information conceming deep draft vessels
ncluding tugs and barges) transiting these routes. See U.S. Coast Pilot Yolume 2.

SOUNDINGS IN FEET

POLLUTION REPORTS
Report all spills of oil and hazardous substances to the
National Response Center via 1-800-424-8802 (toll free), or
to the nearest U.S. Coast Guard facility if telephone com-
munication is impossible (33 CFR 153).

CAUTION

Temporary changes or defects in aids to
navigation are not indicated on this chart. See
Local Notice to Mariners.

During some winter months or when endan-
gered by ice, certain aids to navigation are
replaced by other types or removed. For details
see U.S. Coast Guard Light List.

CAUTION
Improved channels shown by broken lines are
subject to shoaling, particularly at the edges.

SUPPLEMENTAL INFORMATION

Consult U.S. Coast Pilot 2 for important
supplemental information.

FISH TRAP AREAS
Boundary lines of fish trap areas are shown
thus:
Submerged

piling may exist in these areas.

RACING BUQYS
Recing buoys within the limits of this chart
are not shown hereon. Infermation may be
obtained from the U.S. Coast Guard District
Offices as racing and other private buoys are
not all listed in the U.S. Coast Guard Light List.
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CAUTION

AIDS TO NAVIGATION
BASCULE BRIDGE CLEARANCES

Consult U.8. Coast Guard Light List for

blemental information concerning aids to For bascule bridges, whose spans do not open to a full upright or NO-DISCHARGE ZONE, 40 CFR 140 Within the 12-nautical mile Territor|
gation vertical position, unlimited vertical clearance is not available for the Under the Clean Water Act, Section 312. all vessels some Federal laws apply. The Threg
entire charted horizontal clearance. operating within a Na-Discharge Zone (NDZ) are cormpletely outer limit of the territorial sea, is reta
WARNING prohibited from discharging any sewage, treated or limit of the other laws. The 9-nautical
. will e . HORIZONTAL DATUM untreated, into the waters. All vessels with an installed of Florida, Texas, and Puerto Rico, an
T:,D.;rcui‘ccnmm,?g:;'ag'c”ﬂn“ptarﬁlch‘oaﬁ‘f s: The horizontal reference datum of this chart marine sanitation device (MSD) that are n ng, moored, most cases the inner limit of Federal
rrng aids. See U.S. Co m}t 1 wgm/\ ist is North American Datum of 1983 {NAD 83}, which anchored, or docked within a NDZ must have the MSD jurisdiction of the states. The 24-na|
U.S. Coast Pilot for details. for charting purpeses is considered equivalent disabled to prevent the overboard discharge of sewage mile Exclusive Economic Zone wel
to the World Geodetic System 1984 (WGS 84) (treated or untreated) or install a holding tank. Regulations Unless fixed by treaty or the U.S. Su
Geographic positions referred to the North far the NDZ are contained in the U.S. Coast Pilot to modification
HEIGHTS American Datum of 1927 must be corrected an Additional information concerning the requlations and
Heights in feet above Mean High Water average of 0.396" northward and 1.888" eastward requirements may be obtained from the Enwran
to agree with this chart. veb site: http://wv
foceans/regulatory/vessel sewage/,
AUTHORITIES For Symbols and Abbreviations see Chart No. 1
and tapegraphy by the National Ocean Service, Coast
ditional data from the Corps of Engingers, and U.S. COLREGS: International Regulations for Preventing Collisions at Sea, 1972.
Demarcation lines are shown thus: ———— Formerly C&GS 264, 1st Ed., Aug. 1963 KAPP 2110
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This BookletChart was reduced to 70% of the original chart scale.
The new scale is 1:57142. Barscales have also been reduced and
are accurate when used to measure distances in this BookletChart.
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NOTE X

Within the 12-nautical mile Territorial Sea, established by Presidential Proclamation,
some Federal laws apply. The Three Nautical Mile Line, previously identified as the
outer limit of the territorial sea, is retained as it continues to depict the jurisdictional
limit of the other laws. The 9-nautical mile Natural Resource Boundary off the Gulf coast
of Florida, Texas, and Puerto Rico, and the Three Nautical Mile Line elsewhere remain in
most cases the inner limit of Federal fisheries jurisdiction and the cuter limit of the
jurisdiction of the states. The 24-nautical mile Contiguous Zone and the 200-nautical
mile Exclusive Economic Zone were established by Presidential Proclamation.
Unless fixed by treaty or the U.S. Supreme Court, these maritime limits are subject
to modification

Formerly C&GS 264, 1st Ed., Aug. 1963 KAPP 2110

ANCHORAGE AREAS
110.140 (see note A)
Limits and designations of anchorage areas are
shown in magenta.
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Nomans Land (#1°16'N/7
Squibnocket Point (4119'N/7
Gay Head (A1°21°'N7)
Edgartown 41°23'N/7)
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tidle predictions, and tidal current predictions are availabid

(Sep 2010)
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LOGARITHMIC SPEED SCALE
FORMATION 1 2 3 4 5 6 7 8 910 15 20 25 30 40 50 60
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Toet Teet Teot right point on 60 and left paint will then indicate speed in units per hour. Example: with 4.0 nautical miles run in 15 minutes, the speed is 16.0 knots.
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Additions or revisions

shed in the Notice to Mariners. Information concerning
the regulations may be obtained at the Office of the Com-
mander, 1st Coast Guard District in Boston, MA or at the

NOAA WEATHER RADIO BROADCASTS

The NOAA Weather Radio stations listed
below provide continuous weather broadcasts
The reception range is typically 20 to 40
nautical miles from the antenna site, but can be
as much as 100 nautical miles for stations at
high elevations.

162.550 MHz
162.400 MHz

KEC-73
WXJ-39

Hyannis, MA
Providence, RI

THE NATION'S CHARTMAKER SINCE 1807
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MARTHA’S VINEYARD

Mercator Projection
Scale: 1:40,000 at Lat 41° 22

North American Datum of 1983
(World Geodetic System 1984)
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Additional information can be obtained at nauticalcharts.noaa.gov.
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LNM: 2516 (6/21/2016), NM: 2716 (7/2/201 ), CHS: 0616 (6/24/2016)
. Printed at reduced scale. = —SEAEE—+40-060— See Note on page 5.
Note: Chart grid e Naut‘cil Miles : .
2

lines are aligned : Yards

CE

with true north. 1000 0 1000 2000 3000 4000 5000




78

1 o
71 ?% 80 = 9
59 | 78 ,"/ 77 - .
/ 0 : 0 y 8 9
\ \,l\“m"\m‘lmfu,,/,,’/ / 8 80 ] 4
77 7
—
81 o & 80 o.
80 81 S
79 2]
81
. 5
82 82
& 82 8 %
8 83 N
82 83 N
83
83 84 84
N O R T H r L AN T I C.
85 85
85 85
86 87
85
88 87 85 89 8
87 89
89
85
87 86
8!
o7 89 87
90 87
87 I 90
/ 86
W 920
”"/”M‘,’mu‘mmuww‘\\”“\‘ 92 87 % 84
@ 1w ” 91 87
a4 88 91
91 /I £ 89 86
/ 94 88
[ 89 87 8g
92 /
! 20
92 94 %
: T T ||\|\|E?||||\|
45 CONTINUED ON GHART 13218 40 38 w0 13 37
Published at Washington, D.C
This nautical chart has been designed to promote safe navigation. The National U.S. DEPARTMENT OF COMMERCE
> é chan §erV|qe encourages uselrs to supmn correct.\o‘n‘s‘ additions, or comments for NATIONAL OCEANIC AND ATMOSPHERIC ADMINISTRATIO
improving this chart to the Chief, Marine Chart Division (N/CS2}, National Ocean NATIONAL OCEAN SERVICE
Service, NOAA, Silver Spring, Maryland 20910-3282
) hring, Mary COAST SURVEY
3000 4000 5000




Joins page 10}¢
o3 2

R

9

. 27

3

e —
- SConcrete
10 Sbunker

a7 '
35
38 S
|
[
[
45 ‘
! 44
s L7
48 45 e 50 | 4 42 30
s P . W | 42
48 © " o3
55 52 N\
53 51 FIY 4 HORN 3
o 52 50 Priv
48
49
56 46 48
55 54 57 58 58 56 51
58 I 47
50 58 P T T 59
e 62 h 54 51 50
s7
o 62 - ® 54 53
64 —
NO-L ) T 58
66 64 e note 7) e T
66 T 59
69 66 b 62 TT— 58

o
~
% ” 81 & g oz
(] 81 82
o 81 79
2 84 78
£ ® 5
9, 83 85
84 8 81
L 84 83 80 \ 5
L AN T I Cs O C E N o o g, B ot
a5 80 £ '//‘"‘”“;‘r'ulwul‘wmwlmw\“\”\ o
87 86 85 8 % 180 A0
83 8 # 8l 80 88
89 o 20
89 84 84 B
89
86 94
a2
- 85 86 8 93
89 94
87
90 82 84
. 98
Ed 89 &
90 2 99
o1 LI 89 98
88
92
88 86 99
& % 101
20 . % %0 101 % !
T LR L AL L G T T T T
38 4 30 15 37" sor 35’
Published at Washington, D.C. SO U N DI N G S I P
U.S. DEPARTMENT OF COMMERCE
NATIONAL OCEANIC AND ATMOSPHERIC ADMINISTRATION
NATIONAL OCEAN SERVICE
COAST SURVEY
Note: Chart grid ‘ j”rfdit reﬂucej scale. Nautical Miles See Note on page 5. |
. . i [z 0 q 2 3
lines are aligned ’ Yards
. CHH H 1
with true north. 1000 0 1000 2000 3000 4000 5000



39
ARGE ZONE 25
e note Z) ¢
26

JOINS CHART 13241

20

N\
P
21g0aiing 1eP “’\?

27 |
\fas

o7~/

fsee note G)

2
20%% 43
o G__

Tide rips
24

27

{see note G} AW Me
Mo (A) 91 .
99 WHIS 95
- o ) 100 %8 9% 15’
99
99 93
102 103 94
101 99 %6
1 103
102 102 05 ‘02
96
T I T T T
30 CONTINUED ON CHART 13237 70° 25 7659 1045.7 mm
N FEET FATHOMS E| 4] E 7| E E 10] T 12 RE] 14] 13 16| 17] Marthals Vineyard
12| 18| 24| 30| 36| 42| 48| 54| Ol 6| 72| 78| B4 0| 6| 02|
FEET SOUNDINGS IN FEET - SCALE 1:40,000
METERS
3 4 s 8 7] 8 af 10] 11 12| 13| 14| 15] 18] 17 18] 19] 20| 21 22| 23| 24| 26| 28] 27| 28] 29| 30| 31

15




waterways:

ship-to-coast.

harbors.

@MERGENCY INFORMATIOI\D

Getting and Giving Help — Signal other boaters using visual distress signals (flares,
orange flag, lights, arm signals); whistles; horns; and on your VHF radio. You are
required by law to help boaters in trouble. Respond to distress signals, but do not

endanger yourself.

All Hazard

Noke ov ‘D(w\wg

e

Weather Radio

NOAA's National Weather Service

VHF Marine Radio channels for use on the

Channel 6 — Inter-ship safety communications.
Channel 9 — Communications between boats and

Channel 13 — Navigation purposes at bridges, locks, and

Channel 16 — Emergency, distress and safety calls to °
Coast Guard and others, and to initiate calls to other
vessels. Contact the other vessel, agree to another channel, and then switch.
Channel 22A — Calls between the Coast Guard and the public. Severe weather
warnings, hazards to navigation and safety warnings are broadcast here.
Channels 68, 69, 71, 72 and 78A — Recreational boat channels.

Distress Call Procedures

Make sure radio is on.

Select Channel 16.

Press/Hold the transmit button.

Clearly say: “MAYDAY, MAYDAY, MAYDAY.”
Also give: Vessel Name and/or Description;
Position and/or Location; Nature of
Emergency; Number of People on Board.

¢ Release transmit button.

¢ Wait for 10 seconds — If no response
Repeat MAYDAY call.

HAVE ALL PERSONS PUT ON LIFE JACKETS!

NOAA Weather Radio All Hazards (NWR) is a nationwide network of radio stations broadcasting continuous

weather information directly from the nearest National Weather Service office. NWR broadcasts official Weather

Nautical chart related products and information
Interactive chart catalog

Report a chart discrepancy

Chart and chart related inquiries and comments
Chart updates (LNM and NM corrections)

Coast Pilot online

Tides and Currents

Marine Forecasts

National Data Buoy Center

NowCoast web portal for coastal conditions
National Weather Service

National Hurrican Center

Pacific Tsunami Warning Center

Contact Us

Service warnings, watches, forecasts and other hazard information 24 hours a day, 7 days a week.
http://www.nws.noaa.gov/nwr/

Quick References

http://www.nauticalcharts.noaa.gov
http://www.charts.noaa.gov/InteractiveCatalog/nrnc.shtml
http://ocsdata.ncd.noaa.gov/idrs/discrepancy.aspx
http://ocsdata.ncd.noaa.gov/idrs/inquiry.aspx?frompage=ContactUs
http://www.nauticalcharts.noaa.gov/mcd/updates/LNM_NM.html
http://www.nauticalcharts.noaa.gov/nsd/cpdownload.htm
http://tidesandcurrents.noaa.gov
http://www.nws.noaa.gov/om/marine/home.htm
http://www.ndbc.noaa.gov/

http://www.nowcoast.noaa.gov/

http://www.weather.gov/

http://www.nhc.noaa.gov/

http://ptwc.weather.gov/
http://www.nauticalcharts.noaa.gov/staff/contact.htm

For the latest news from Coast Survey, follow @NOAAcharts
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